
Installation Instructions for HDMIE30,HDMIE50 & HDMIE50SW

Before you start

The baseline cable standard for this system is Cat5e. Slightly greater distances can be achieved by using Cat6, which 
have thicker copper cores for easier signal transfer.
Whichever cable type you choose, ensure that the main wiring architecture is ‘solid core’, not stranded ‘patch’ cabling. 
Patch cabling can be used for the last few metres of a run (say from a wallplate) but should be avoided over longer 
runs as signal transfer over stranded cores is heavily reduced.
The use of pre-made leads is not recommended unless you can be absolutely sure of their construction credentials 
(i.e. solid core 568B)
Best Practice
Best practice advise is to always use a straight piece of cable terminated directly at the transmitter and receiver end.

The use of wallplates and patch panels always has the potential to cause increased resistance on the cable, 
introducing ‘pinch points’ for signal transmission and could reduce advertised  transmission lengths.

TIP – instead of using RJ45 wallplates, use the Antiference brush plates instead to maintain the neat finish.

Connection termination
Terminate the cabling using RJ45 connectors to the 568B wiring standard (shown below)
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First Time set up

Your system is designed so that you can set it up quickly and start using it right away.

Please note that the product warranty does not cover damage due to electrical disturbances.
If possible safeguard your equipment by connecting all provided power supplies to an
electrical surge suppressor / line conditioner. (HDMIE50  & HDMIE50SWonly)

Before you connect up your system, please ensure that you complete the following:
• Ensure that any manufacturer HDMI link, HDMI control or CEC protocol settings such as
Samsung Anynet Link, Sony Bravia Link, Panasonic Viera Link etc are switched to “off” on
both the source devices and HDTVs that are to be connected to the system. This setting is
likely to be found in the HDMI menu settings of the devices you are using.

• After you have changed the CEC settings, switch off your HDMI source devices and 
HDTV and unplug them from the mains.

• Please ensure that you only connect and disconnect HDMI cables while the transmitter and receiver are 
powered off.

Connecting up your system
• With them off, connect your HDMI source devices to the HDMI input port on the 
Transmitter:

• For Blu-ray 3D, ‘High Speed’ HDMI cables must be used (usually under 8m in length).
Passive (not active) HDMI cables over 15m in length are not recommended under any
circumstances.

• Now connect the Cat cables to the receiver, then from the HDMI output connect it to the TV  With your 
HDMI cable. Connect your IR’ as below and then power on the TV, then your receiver and Transmitter and then finally your 
source device.

IR Setup Tips

Position the IRTX in front of the source devices to ensure that the IR blasters establishes a good line of sight.

Insert the IRRX directly into the Receiver, do not use the HDMI adaptor.
For troubleshooting tips please see our website below


